ae te 


ve Ses 


ve Sree 


(LINE TEST) 
SEE NOTE | 


0.25 2000” 
MF. 

SELECTOR 

MAGNETS 


SELECTOR 
MAGNETS 


SENDING 
CONTACTS 


SENDING 
CONTACTS 


BREAK LOCK 
CONTACTS 


BREAK LOCK 
CONTACTS 


1000” 


MOVE FROM 42 TO 43 
rm (PER M1I.12) (+) 
R 


M2CN CORD WITH 


M4K 221 PLUG REO SHELL 


CORD NON GROUNDED JIOV D=G. M2CN CORDS WITH 221 PLUGS 
REVERSE FOR POS. GRO. D-C. 


OMIT THESE STRAPS 
WHEN FIG. 5 IS USED. 


Oo BLACK 


A B 
_SINGLE OPERATION 


Oo RED 6 RED 


DUPLEX OPERATION 


FIG. 3 
POWER CONNECTIONS TO NO. 14 TELETYPEWRITER 
OR NO. 14 TYPING REPERFORATOR 


FIG. 4 
LINE CONNECTIONS TO NO. i4 TELETYPEWRITER 
OR NO. 14 TYPING REPERFORATOR= WITH LINE RELAY 


GROUNDED 
SIDE 


22 GA. BROWN INSIDE 
TELEPHONE WIRE 


TO H5V.D-C 
POWER SUPPLY 


FIG. | 
POWER WIRING OF PANEL 


0.25 2000” 
MF. 


1 
IL PANEL PER BSP 
P96.014 GROUP 5 


(SEE NOTE 2) 


A 
B 
(LINE TEST) 

SEE NOTE | 


se Soe 


1900” 


M2GN CORD 
WITH 22! PLUG 
BLACK SHELL ° 9° 2 Oo 
oO BLACK o RED 
A 


DUPLEX OPERATION 


18 GA. STRANDED SINGLE CONDUCTOR 


l2F CONN. BLOCKS 


} SEND. LOOP FOR DUPLEX OPERATION 


R 
y} REcevE LOOP FOR DUPLEX OR SEND 


AND RECEIVE LOOP FOR SINGLE OPERATION 


FIG. 2 


LOOP WIRING OF PANEL 


SENDING 
CONTACTS 


A 
B 


4 
(LINE TEST) 


REMOVE AND TAPE 


0.25 2000” 
F 
STRAP 


SELECTOR 
MAGNETS 


SELECTOR 
MAGNETS 


SENDING 
CONTACTS 


BREAK LOCK 


BREAK LOCK 
CONTACTS 


CONTACTS 


MOVE FROM 46 TO 42 
CPER MILO!) 


MOVE FROM 46 TO 42 
(PER MI.O1) 


MOVE FROM 42 TO 43 
(PER MI.I2) 


M2CN CORD M2CN CORD WITH 
WITH 221 PLUG 22! PLUG RED SHELL 
RED SHELL 


B 
SINGLE OPERATION 


FIG. 5 
LINE CONNECTIONS TO NO, I4 TELETYPEWRITER 
OR NO. 14 TYPING REPERFORATOR-WITHOUT LINE RELAY 


BELL SYSTEM PRACTICES 
TELETYPEWRITER STATION 
INSTALLATION ANO MAINTENANCE 


SECTION P96.021 
Issue 2 Decemser, 1948 
A.T.& T. Co. STANDARD 


See Section P96.024 or P96.UI4 For 
Detatits of Power Ano Loop PANEL. 


See Section P96.015 FoR ARRANGEMENT 
OF CusToMER TABLE. 


NOTE I-MAKE LINE<TEST KEY tNEFFECTIVE BY 
WIRING PERMANENTLY IN LINE CONDITION 
OR EQUIP THE KEY WITH P356557 PLUNGER. 


NOTE 2-USE SAME WIRING FOR |!17852M ELEC. 
SERV. ASSEMBLY. 


Power Drains (Amps.) 


Tyre A-C Drain 
Motor Start Run 


D-C SHunt 4.6 0.6 


TELEGRAPH SYSTEMS 
NO. 14 TELETYPEWRITER 

NO. 14 TYPING REPERFORATOR 
TELETYPEWRITER STATIONS 


PRIVATE LINE SERVICE 
CUSTOMER PROVIDED TABLE 


WIRING OF POWER AND LOOP PANEL 
AND CONNECTIONS TO TTY 
O-C POWER SUPPLY 


